ENHANCE,

PROTECT &
BEAUTIFY.




Tru Vue glazing products enhance, protect, and beauti€y ofcart and other valuables,
so that they can be enjoyed for years to come.

In this catalog you will find helpful details on our preservation products, as well as our
non-reflective and anti-static glazing solutions. ThereOs a Tru Vue glazing product to fill
every framing need and work well within any lighting or viewing environment.

Only Tru Vue offers glazing products specifically developed to meet preservation
standards. Our Conservation Grade glass and acrylic products provide up to 99% UV
blocking capabilities and surpass the 97% UV standard*

For the very best glazing choices available, look to Museurar@&3gtium Museum
Acrylic. These Conservation Grade UV products offer @petey¥ protection from the
irreversible damage caused by light exposure while offering maximum anti-reflective
viewing for amazing clarity.

[>The best glass choice: [>The best acrylic choice:

Museum Glass’

99% UV protection. Amazing clarity.

*According to th&€onsumer Guide to Materials for Preservationrigramd the Display of Photographic Im@@@40 Image Permanence
Institute, guidelines from the International mdatrdization, 1SO 18902, recommend using glaairigdcks at least 97% of UV energy.
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GLASS/ UV
W / Museum Glassthe best glass choice.

@ [/ Conservation Reflection Control

@ / Conservation Clear

Tru Vue Conservation Grade glass products
meet ISO standard 18902 and passes ISO 18916
by blocking at least 97% of UV energy.
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WHEN TO USE

¥ For virtually invisible glazing that will enhance
colors, brightness and contrast levels of all
types of artwork, even posters

¥ For protecting valued diplomas or irreplaceable

artwork against damage and fading caused by I\/I u S e u I I l G I aS S

GLASS / UV

UV light
¥ Ideal for framing applications including shadow ' Museum Glass meets ISO 18902 and passes
boxes, multiple mat or deep framing projects ISO 18916 by blocking at least 97% of UV energy.

No other glass product compares to Museum Glaghis premier glass product provides 99% UV mnot®ctirotect against

fading, and is optically coated for a virtualybieviinish, to create amazing clarity. Truséseauproprietary multi-step coating
process. First, an inorganic silica-based Utinigltibating is permanently cured onto the suofatte glass substrate. Then, using
Magnetron Sputtering technology, layers of higéitgized metal oxides are precisely depositedtentglass substrate. The result is

the most attractive and most protective displagrofutr all works of art.

e BLOCKS 99% OF UV LIGHT
Conservation Grade protection against 99% e LESS THAN 1%

of harmful indoor and outdoor UV light rays LIGHT REFLECTION
The lowest possible reflection
rating available with UV

e OPTICAL COATING
Optimal clarity for true color
transmission and the greatest

) protection
color neutrality
2.5 mm GLASS
CONSERVATION GRADE
UV COATING
Protects against
irreversable UV
light damage
e OVER 97% LIGHT TRANSMISSION
Provides the highest brightness and contrast
levels available AVAILABLE SIZES
Size Number of lites per box
16 x 20 4 or 16
18 x 24 12
20 x 24 11
22 x 28
24 x 30 7
24 x 36
32 x40 loréd
36 x 48 3
. 40 x 60 2
HANDLING, CUTTING and CLEANING informat
can be found in the AT A GLANCE section, pad mBpdee







WHEN TO USE GLASS / UV

¥ To minimize glare while protecting artwork
against harmful UV light rays

¥ Use on any framing project with up to two -
mats away from artwork without significant C O n S e rvatl O n
resolution loss - }
Reflection Control

' Conservation Rel3ection Control meets ISO 18902 and
passes ISO 18916 by blocking at least 97% of UV energy.

Conservation Reflection Controlis the conservation grade non-glare glass solubiferent from the invisible finish of an
anti-reflective glass product, Conservation Reflection Control has a matte-like finish that scatters light to reduce unwanted glare.
Additionally, this product provides 99% UV protection to protect against fading. Tru Vue uses a proprietary coating process to product

this ultra protective glass option. An inorganic silica-based UV inhibiting coating is permanently cured onto the glass surface.

e BLOCKS 99% OF UV LIGHT
Conservation Grade protection against 99%
of harmful indoor and outdoor UV light rays o 8% SCATTERED
0

LIGHT REFLECTION

Non-Glare finish

CONSERVATION GRADE
UV COATING

Protects against
irreversable UV

light damage
2.5mm GLASS
o ALLOWS 89% LIGHT TRANSMISSION

AVAILABLE SIZES AVAILABLE SIZES

Size Number of lites per box Size Number of lites per box
16 x 20 23 24 x 36 8
18 x 24 17 26 x 32 9
20 x 24 15 32 x40 6
22 x 28 12 36 x 48 4
24 x 30 10 40 x 50 2

HANDLING, CUTTING and CLEANING information caouhd in the AT A GLANCE section, page 43







WHEN TO USE
GLASS / UV

¥ For protecting artwork against damage and
fading caused by UV light

¥ |deal for any framing application, if reflection-free
vewng s notimporan Conservation Clear

' Conservation Clear meets ISO 18902 and passes
ISO 1891ty blocking at least 97% of UV energy.

Conservation Clear is the standard conservation grade glass proddost frame shops use this product as their default glass
option. Conservation Clear glass provides 99% UV protection to protect against fading. Tru Vue uses a proprietary coating process

where an inorganic silica-based UV inhibiting coating is permanently cured onto the surface of a glass substrate to produce this ultra

protective glass option.

e BLOCKS 99% OF UV LIGHT
Conservation Grade protection against 99%
of harmful indoor and outdoor UV light rays

8% LIGHT REFLECTION

2.5 mm GLASS

CONSERVATION GRADE
UV COATING

Protects against
irreversable UV

light damage

e ALLOWS MORE THAN 89%
LIGHT TRANSMISSION

AVAILABLE SIZES AVAILABLE SIZES

Size Number of lites per box Size Number of lites per box
11x 14 47 24 x 30 10

12 x 16 38 24 x 36 8

14 x 18 29 26 x 32 9

16 x 20 23 32 x40 6

18 x 24 17 36 x 48 4

20x 24 15 40 x 60 2

22 x 28 12 48 x 68 2

HANDLING, CUTTING and CLEANING information casuhd fn the AT A GLANCE section, page 43







GLASS
/ AR Reflection-Free

[ UltraVue
| Reflection Control

[ Premium Clear







WHEN TO USE

¥ |deal for reflection-free viewing when
conservation grade UV protection is not

a concern GLASS
¥ To enhance colors, brightness and contrast - )
levels of all types of artwork, such as A R R efl e Ctl O n = F re e

photographs

AR Reflection-Freeglass is the best anti-reflective glass solution when preservation is not a cartusrnigh-quality, anti-reflective
glass product provides 78% UV protection and is optically coated to create a virtually invisible finish. Similar to its other anti-reflective
products, Tru Vue uses its proprietary coating process using Magnetron Sputtering technology, which deposits precisely controlled la)

of highly energized metal oxides onto a color neutral substrate, to produce this product.

* BLOCKS 78% OF UV LIGHT
(Not Conservation Grade)
Protect works of art against 78% of
harmful indoor and outdoor UV light rays . LESS THAN 1%
JOLALICTTECIO NS LIGHT REFLECTION
Optimal clarity for true color
transmission and the greatest

color neutrality

2.5 mm GLASS

e OVER 97% LIGHT TRANSMISSION
Provides the highest brightness
and contrast levels available

AVAILABLE SIZES

Size Number of lites per box
16 x 20 3
24 36 4
32 x40 3
HANDLING, CUTTING and CLEANING information—2X48 Z
can be found in the AT A GLANCE section, page 48X 60 2

p. 15







WHEN TO USE

¥ |deal for reflection-free viewing when

conservation grade UV protection is not
GLASS

a concern

¥ To enhance colors, brightness and contrast levels
of all types of artwork, such as photographs U I t r aV u e

UltraVué glass offers the same superior anti-reflective properties youOve come to expect from Tru Vue, on a water white substrate.
This high-quality, anti-reflective glass product provides 65% UV protection and is optically coated to create a nearly invisible finish. Si

to its other anti-reflective products, Tru Vue uses its proprietary coating process using Magnetron Sputtering technology, which depos

precisely controlled layers of highly energized metal oxides onto a 2 mm water white substrate to produce the UltraVue product.

S I#+3 /& 56 ,)'(4
.OT #ONSERVATION 'RADE

OROTECT WORKS OF ART AGAINST OF
L 104Y#1, #/14)." HARMFUL INDOOR AND OUTDO@R3564(IGHT RAYS
)'(4 2%&, %#HA)].
/PTIMAL CLARETY FOR TRUE COLOR
TRANSMISSIDNRND THE GREATEST
COLOR NEUTRALITY

MM
714%2 7()4%
1,133

. 16%2 ,)'(4 421.3-)33)/.

OROVIDES THE HIGHEST BRIGHTNESS
AND CONTRAST LEVELS AVAILABLE

AVAILABLE SIZES

Size Number of lites per box
32 x40 3
36 x 48 2
HANDLING, CUTTING and CLEANING informa 'G:".40X60 2
can be found in the AT A GLANCE section, padge 4% X68 2







WHEN TO USE

¥ |deal for minimizing glare and reflection

when conservation grade UV protection is not

a concern

¥ Use on any framing project with up to two
mats away from artwork without significant

resolution loss

GLASS

Reflection
Control

Reflection Control is the non-conservation grade, non-glare glass soluifierent from the invisible finish of an anti-reflective glass

product, Reflection Control has a matte-like finish that scatters light to minimize unwanted glare.

- ALLOWS 89% LIGHT TRANSMISSION

AVAILABLE SIZES

- BLOCKS 45% OF UV LIGHT
(Not Conservation Grade)

- 8% SCATTERED
LIGHT REFLECTION

AVAILABLE SIZES

Etch Surface
2.5mm Glass

Size Number of lites per box Size Number of lites per box
11x 14 47 24 x 36 8
14 x 18 29 26 x 32 9
16 x 20 23 30 x 36 7
18 x 24 17 32 x40 6
20 x 24 15 36 x 48 4
22 x 28 12 40 x 60 2
24 x 30 10

HANDLING, CUTTING and CLEANING information casuhd fn the AT A GLANCE section, page 43.







WHEN TO USE

¥ Works well in any presentation hung in a

controlled lighting environment

¥ Can be used with any number of mats

GLASS

Premium
Clear

Premium Clear glass is the highest quality regular framing glass available.

- OVER 90% LIGHT TRANSMISSION

- BLOCKS 45% OF UV LIGHT

(Not Conservation Grade)

AVAILABLE SIZES

- LESS THAN 8%
LIGHT REFLECTION

2.5 mm GLASS

AVAILABLE SIZES

Size Number of lites per box Size Number of lites per box
8x 10 90 26 x 32 9
11 x 14 47 26 x 36 8
12 x 16 38 28 x 36 7
14 x 18 29 28 x 38 7
16 x 20 23 30 x 36 7
18 x 24 17 32 x40 6
20x 24 15 36 x 48 4
22 x 28 12 40 x 50 2
24 x 30 10 40 x 60 3
24 x 36 8

HANDLING, CUTTING and CLEANING information caouhd fn the AT A GLANCE section, page 43.







ACRYLIC/ UV

W / Optium Museum Acrylie the best acrylic choice.
W' [/ Conservation Reflection ControAcrylic

W' [/ Conservation ClearAcrylic

Tru Vue Conservation Grade glass products
meet ISO standard 18902 and passes ISO 18916
by blocking at least 97% of UV energy.
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WHEN TO USE

¥ For virtually invisible glazing that will enhance
colors, brightness and contrast levels of all types
of artwork, including shadow boxes

¥ For protecting valued, irreplaceable artwork 1 m m
against damage and fading caused by UV light O ptl u M u Se u :
¥ |deal for oversized framing applications and static AC ryl I C

sensitive pieces, such as pastels and charcoals ' )
' Optium Museum Acrylic meets 1ISO 18902 and passes
ISO 18916 by blocking at least 97% of UV energy.

ACRYLIC / UV

¥ When lightweight, shatter and abrasion resistant
glazing is essential for protection

Optium Museum Acrylic is the ultimate glazing product that performs more like glass than acffiis. state-of-the-art acrylic

product provides 99% UV protection to protect against fading and is optically coated. Tru VueOs proprietary coating process using
Magnetron Sputtering technology creates a nearly invisible surface. Like most acrylic products, Optium Museum Acrylic is half

the weight of glass and is shatter-resistant. However, unlike typical acrylic sheets, Optium Museum Acrylic performs like glass with its

anti-static and abrasion resistant features.

e BLOCKS 99% OF UV LIGHT
Acrylic substrate with Conservation Grade

protection against 99% of harmful indoor * LESS THAN 1.6%

and outdoor UV light rays LIGHT REFLECTION
e OPTICAL COATING The lowest possible reflection
Optimal clarity for true color rating available with UV protection

transmission and the greatest
color neutrality

ABRASION RESISTANT
UV FILTERING ACRYLIC
SUBSTRATE

3.0mm and 6.0mm

e OVER 98% LIGHT TRANSMISSION
Provides the highest brightness and contrast
levels available

AVAILABLE SIZES

Size Thickness Sheets per box
40 x 60 0.118 inches / 3.0 mm 1
48 x 96 0.118 inches / 3.0 mm 1
72 x 96* 0.177 inches / 4.5 mm
72 x 120* 0.237 inches / 6.0 mm
HANDLING, CUTTING and CLEANING informat ggx 960 4.5 mm and 720 x 1200 6.0 mm sheets are available and can be ordered cut-to-size from

can be found in the AT A GLANCE section, page@uwkhorized Tru Vue Fine Art Market distributor.

p. 25







ACRYLIC / UV
WHEN TO USE

¥ To minimize glare while protecting artwork
against harmful UV light rays

¥ When Iight\INeight and shatter-resistant glazing C O n S e rvat-i O n
is essential for protection R efl e Ctl O n

¥ Use on any framing project with up to two
mats away from artwork without significant [ a
resoluton loss Control Acrylic
' Conservation RelSection Control Acrylic meets ISO 18902
and passes I1SO 18916 by blocking at least 97% of UV energ)

Conservation Reflection ControlAcrylic is the conservation grade, non-glare acrylic soluBaiit with conservation grade UV
filtering technology, this acrylic product provides 98% UV protection to protect against fading. This acrylic product has a matte-like fini

that scatters light to reduce unwanted glare.

e BLOCKS 98% OF UV LIGHT
Acrylic substrate with Conservation Grade
protection against 98% of harmful indoor
and outdoor UV light rays
- 8% SCATTERED
LIGHT REFLECTION

UV FILTERING
ACRYLIC SUBSTRATE

- ALLOWS 92% LIGHT TRANSMISSION

AVAILABLE SIZES

Size Thickness Sheets per box
32 x40 0.090 inches / 2.3 mip 3
4 .118 inch . 2
HANDLING, CUTTING and CLEANING informatjeso° 0.118 inches / 3.0 mip
can be found in the AT A GLANCE section, pade 4% X9 0.118 inches / 3.0mn 5







WHEN TO USE ACRYLIC / UV

¥ For protecting artwork against damage and
fading caused by UV light

¥ When lightweight and shatter-resistant glazing is =
essentigl for p?otection ° ’ C O n S e rvatl O n
¥ |deal for any framing application, if reflection-free C I e ar AC r-yl i C

viewing is not importan
Conservation Clear Acrylic meets ISO 18902 and
passes ISO 18916 by blocking at least 97% UV of energy.

Conservation Clear Acrylic is the standard conservation grade acrylic proddost frame shops use this product as their
default acrylic option. Built with conservation grade UV filtering technology, this acrylic product provides 98% UV protection to protect

against fading.

e BLOCKS 98% OF UV LIGHT

Acrylic substrate with Conservation Grade

protection agams.t 98% of harmful indoor . 8% LIGHT REELECTION
and outdoor UV light rays

UV FILTERING
ACRYLIC SUBSTRATE

- ALLOWS 92% LIGHT TRANSMISSION

AVAILABLE SIZES

Size Thickness Sheets per box
32 x40 0.090 inches / 2.3 mip B
4 .118 inch . 2
HANDLING, CUTTING and CLEANING informatiemo 20 0.118 inches / 3.0 mip
can be found in the AT A GLANCE section, pade 248 X 96 0.118 inches / 3.0 min >







ACRYLIC







WHEN TO USE

¥ |deal for reflection-free viewing when conservation
grade UV protection is not a concern ACRYLIC

¥ To enhance colors, brightness and contrast levels O t m
of all types of artwork, such as photographs p I u
¥ |deal for oversized framing applications and static -
sensitive pieces, such as pastels and charcoals C ry I C
¥ When lightweight, shatter and abrasion
resistant glazing is essential for protection

When preservation is not a concern, Optium Acryigthe ideal anti-reflective glazing solution that performs more like

glass than acryli®©ptium Acrylic provides up to 93% UV protection and is optically coated. Tru VueOs proprietary coating process usir
Magnetron Sputtering technology creates a nearly invisible surface. Like most acrylic products, Optium Acrylic is half the weight of
glass and is shatter-resistant. However, unlike typical acrylic sheets, Optium Acrylic performs like glass with its anti-static and abrasic

resistant features.

® BLOCKS 93% OF UV LIGHT
Acrylic substrate protects against 93% of

. . e LESS THAN 1.6%
e OPTICAL COATING harmful indoor and outdoor UV light rays LIGHT REELECTION

Optimal clarity for true color
transmission and the greatest
color neutrality

ABRASION RESISTANT
ACRYLIC SUBSTRATE

3.0mm
e OVER 98% LIGHT TRANSMISSION
AVAILABLE SIZES
HANDLING, CUTTING and CLEANING informatlen—2c Thickness Sheets per box
can be found in the AT A GLANCE section, pade 4% X9 0.118 inches / 3.0 min 1

p. 33







¥ |deal for minimizing glare and reflection

when conservation grade UV protection is not a R f I t r ]
concern e e C I O

¥ When lightweight and shatter resistant glazing is "
essential for protection O I l r O

¥ Use on any framing project with up to two

mats away from artwork without significant A‘ ry I I ‘

resolution loss

Reflection Control Acrylic is the non-conservation grade, non-glare acrylic soltthua.acrylic product has a matte-like finish that

scatters light to reduce unwanted glare.

- BLOCKS 66% OF UV LIGHT
- 8% SCATTERED

LIGHT REFLECTION

ACRYLIC SUBSTRATE

- ALLOWS 92% LIGHT TRANSMISSION

AVAILABLE SIZES

Size Thickness Sheets per box
32 x40 0.090 inches / 2.3 mmp 3
4 .118 inch . 2
HANDLING, CUTTING and CLEANING informatiem 20 0.118 inches / 3.0 mip
can be found in the AT A GLANCE section, pade 448 X 96 0.118 inches / 3.0 min >

p- 35







¥ Works well in any presentation hung in a

controlled lighting environment P m t m
¥ Any framing project that would benefit from r e I u

lightweight acrylic C I e a-_ r
Acrylic

Premium Clear Acryliés a general-purpose glazing for indoor framing.

- BLOCKS 66% OF UV LIGHT

(Not Conservation Grade)

- 8% LIGHT
REFLECTION

ACRYLIC
SUBSTRATE

- ALLOWS 92% LIGHT TRANSMISSION

AVAILABLE SIZES

Size Thickness Sheets per box
32 x40 0.090 inches / 2.3 mmp 3
40 x 60 0.118 inches / 3.0 mip 2
4 . inch 2.
HANDLING, CUTTING and CLEANING informatiema o 0.098 inches / 2.5 mip >
can be found in the AT A GLANCE section, pade 448 X 96 0.118 inches / 3.0 min >
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PROPERTIES

UV Blocking| Anti-Static Light Light Shatter-
Capability Transmission Reflection Resistant
ANTI-REFLECTIVE GLAZING
Museum Glass 99% X >97% <1%
Optium Museum Acrylic 99% X >98% <1.6% X
Optium Acrylic 93% X >98% <1.6% X
AR Reflection-Free 78% X >97% <1%
UltraVue 65% X 98.5% <1%
NON-GLARE GLAZING
Conservation Reflection Control 99% 89% 8%
Conservation ReflectioGontrol” Acrylic 98% 92% 8% X
Reflection Control Acrylic 66% 92% 8% X
Reflection Control 45% 89% 8%
STANDARD GLAZING
Conservation Clear 99% 89% 8%
Conservation ClearAcrylic 98% 92% 8% X
Premium Clear Acrylic 66% 92% 8% X
Premium Clear 45% 90% 8%

Y668 ()*+,-8, -/, 08*123/,42)(/,-&, 15-/)561,78/,8/1/95-)&*,:'53)* +5%(~,,)1<65=,87,8.8-8+'5<.)%,>35+/1 ,2@ABA,>35+/,8/'35*/*%/,>*1-)-2-/C,

’ . . 4
+2)(I6)*/1,7'83,-/,>*-I"*5-)&*56,D+5*)E5-)&* 7&', F-5*(5()E5-)&*>FD,BGHA@C, 1%833/%(,21)*+,+65E)*+,5-,16&%6J1,5-,6/51-,HKL &7, MN, /*/+=0 @ Conservation Grade Protection
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SIZES

SYESFIF TSI EILELLELLLE S
N0 0 0 0000000000000 o oo e
ST IITITIPI T TP E L ® P P A
GLASS /U

Museum Glass (2.5 mm)

#of Lites [ [ [ ] Jaetad d1 fg 7 6] [ [ [ Jaf3] [2f[2] | |
Conservation Reflection Control (2.5 mm)

# of Lites [ [ [ ] Jes[sq 1b f2 po[] [ [ | Jef[af2] [ [ ]| |
Conservation Clear (2.5 mm)

# of Lites | J47]38 29 23 1 15 [r2Jao] 8] o] [ [ | [e6]4a] [2f [ |

*160x300 size is also available 4 lites per box. 320x400 is also available 1 lite per box.
GLASS

AR Reflection-Free (2.5 mm)

# of Lites [ [ [T [af [T [ Taf T [ [ [ Jaf2] [2f [T ]
UltraVue (2.5 mm)

# of Lites [T P TP P T ] [ fsfe] [efaf | |
Reflection Control (2.5 mm)

# of Lites [ Ta7] 2929 17 45 h2 JaoJ8Jo] [7] Tel4a] T2] [ T 1
Premium Clear (2.5 mm)

# of Lites [90]47]38] 29] 2d 17 45 h2 Jio]s8 9[8[ 7] 7] 7] 6] 2] 3] | | |

ACRYLIC /W

Optium Museum Acrylic

3.0 mm / 0.118 inches (# of Sheets) 1 1

4.5 mm/0.177 inches (# of Sheets) 1*

6.0 mm / 0.237 inches (# of Sheets) 1*
Conservation Reflection ControlAcrylic

2.3 mm/0.090 inches (# of Sheets) B

3.0 mm/0.118 inches (# of Sheets) 2 5
Conservation Clear Acrylic

2.3 mm/0.090 inches (# of Sheets) 3

3.0 mm/ 0.118 inches (# of Sheets) 2 5)

*720 x 960 4.5 mm/*720 x 1200 6.0 mm sheets are available and can be ordered cut-to-size from your authorized Tru Vue Fine Art Market distribt

ACRYLIC

Optium Acrylic

3.0 mm/0.118 inches @otsheets)] | [ [ [ | L T L1 11T LT T 1 1 [ | 1] |
Reflection Control Acrylic

2.3 mm/0.090 inches (# of Sheets) 8

3.0 mm /0.118 inches (# of Sheets) 2 5
Premium Clear Acrylic

2.3 mm/0.090 inches (# of Sheets) 8

2.5 mm/0.098 inches (# of Sheets) 5

3.0 mm /0.118 inches (# of Sheets) 2 5

@‘ Conservation Grade Protection*




HANDLING /
GLASS

HANDLING

¥ Glass should be handled with care. Cotton gloves should be worn to minimize injury.
¥ Avoid dragging the lites of glass against one another when removing from the box.
¥ Do not slide the lite of glass into place. Lift it up to adjust position.

CUTTING

¥ Place a non-slip surface (such as suede or kraft paper) between the glass and the
back of the wall cutter to avoid scratching.

¥ For Tru Vue Conservation Grade glass products, place the lite of glass in the wall unit
with the UV coated side towards the wall, facing the slip sheet. Do not score the UV
coated side. The inkjet printing stating Othis side faces artworkO indicates the UV
coated side. For all other Tru Vue glass products, either side can be scored.

¥ Keep the glass cutter clean of glass chips by brushing away fragments frequently with
a horse hair brush.

CLEANING

Tru Vue glass products are clean and ready to use. If spot cleaning is needed,

use the following techniques:

¥ Place the glass on a clean, non-abrasive surface for cleaning.

¥ Use a clean, soft, lint-free cloth to clean the glass. Tru Vue recommends using
a micro-fiber cloth.

¥ Spray a small amount of ammonia-free cleaner onto the cloth. Spraying on the cloth
will prevent streaking and overspray.

¥ Press the cloth against the glass and clean in round, circular motions to reduce
streaking or leaving spots.



HANDLING /
ACRYLIC

OPTIUM & ACRYLIC

HANDLING

¥ Cotton or nitrile rubber gloves should be worn to minimize prints and other particles.

¥ Tru Vue acrylic products are covered with a protective film masking on each surface.
This masking prevents scratching during handling and cutting and should be left in
place on the sheet as long as possible.

¥ To remove the masking, start at one corner and pull towards the opposite side of the
sheet slowly and evenly without stopping.

¥ The masking should never be exposed to excessive sunlight or outdoor conditions for
extended periods of time.

¥ SIZES 400x 600 AND LARGER: to prevent bowing, twisting, and/or warping provide
reinforcing support of the acrylic sheet during framing.

CUTTING
¥ For 2.3 mm, 3.0 mm and 4.5 mm acrylic products
- Place on a clean, dust-free work area.
- Cover the work table with a soft, clean, lint-free felt.
- Use a Multi-Material cutter Oscribe and breakO method.
¥ 6.0 mm Optium Museum Acrylic
- Fabricate using a power saw with a saw blade specifically designed to cut acrylic.
Contact us for saw blade recommendations or visit www.tru-vue.com.

CLEANING

¥ Place the acrylic on a clean, non-abrasive surface for cleaning

¥ Use a clean, soft, lint-free or micro-fiber cloth to clean.

¥ Do not use coarse or abrasive cleaning agents or dirty cloths.

¥ Optium only: Cleans like glass. Do not use an acrylic cleaner. Never spray cleaner
directly on the acrylic. Spray an ammonia-free cleaner onto the cloth and wipe
the acrylic.

¥ For all other acrylic products use an acrylic cleaner and a clean damp cleaning cloth.
Apply only light pressure, rinse with clean water, or a cleaner designed specifically for
acrylic, and dry by blotting with a clean, damp cloth or chamois.




FAQs - Glazing

What is glazing?
Glazing is a term that describes the protective covering used in picture framing. It refers to glass or acrylic.

FRAMING WITH GLASS

What is a lite of glass?
A lite of glass is simply a piece of gless ofegjaedbr thickness.

What is the difference between paper-packed and powder-packed glass?
Powder-packed glass has a fine powder interleaving material (plastic beads and an acidic stain inhibitor) th
removed prior to use. Cleaning powder-packed glass can be very labor intensive, impacting a framer's proc

Paper-packed glass is cleaned and packiaged patbebiriterleaving material sostheddyatvivese.
Tru Vue uses paper-packed glass.

Is there a recommended thickness for picture framing glass?

Professional picture framers use either 2.0 mm or 2.5 mm glass. The 2.5 mm thickness is the preferred chc
is more resilient, which reduces chipping and makes it easier to handle. It also will not bow on large size pi
mm glass is 130% the strength of 2 mm glass.

Which side of Tru V@»nservation Grade glass should be placed towards artwork?

It is recommended that the UV coated side of the glass face the artwork. This side can be identified by the |
printing, which appears along the edge of the lite. However, the UV blocking capabilities are in no way dimi
the placement of the lite. When using Conservation RéilectiatiecCforisiobd side should face out and the
non-finished side should face the artwork.

FRAMING WITH ACRYLIC

When should | use acrylic?

Tru Vue recommends using acrylic for hanging and shipping heavy oversized artwork, in children's rooms, |
earthquake zones, in high traffic areas or anywhere where safety is a concern. You should use 3mm acrylic
frame's size exceeds 36° x 48° Tru Vue also offers 4.5 mm and 6.0 Optifondvesszed Arenyliog

projects over 40° x 60°

Does acrylic have out-gassing?
Framing grades of acrylic have out-gassing. However, to be certain, we recommend only buying acrylic ma
America. All Tru Vue acrylic products are out-gassing free.

Which side of Tru Vue Conservation Grade acrylic should be placed towards artwork?
Either side of the conservation grade acrylic can face the artwork. Both sides carry the protective technolog

How much space should | allow for expansion and contraction of acrylic?
The standard 1/16° is recommended for every 12°

HANDLING GLASS

How should glass be handled?

Care should be given when handling glass. To avoid injury, Tru Vue recommends wearing cotton gloves wt
glass. Avoid dragging the lites of glass against one another when removing from the box. Do not slide the |i
into place. Lift it up to adjust and reposition.



HANDLING ACRYLIC

How should acrylic be handled?

Care should be given when handling acrylic. To minimize finger prints and other particles, Tru Vue recomme
wearing cotton or nitrile rubber gloves when handling acrylic. Tru Vue acrylic products are covered with a pr
film masking on each surface. This masking prevents scratching during handling and cutting and should be
on the sheet as long as possible. To remove the masking start at one corner and pull towards the opposite ¢
the sheet slowly and evenly without stopping. The masking should never be exposed to excessive sunlight «
conditions for extended periods of time.

CLEANING GLASS

How do | clean Tru'Vgkass products?

All of Tru Vue glass products are clean and ready to use out of the box. If spot cleaning is needed, spray a
amount of ammonia-free glass cleaner on a micro-fiber cloth or a clean lint-free cotton rag. To prevent over:
not spray the cleaner directly on the glass. Press the cloth against the glass and clean in a round, circular rr

Why does Tru Vue recommend using an ammonia-free glass cleaner?
Cleaning glass products with harsh chemicals such as ammonia can be harmful to your customers' valued |
Ammonia can cause out-gassing within the framing package.

How can | remove the inkjet printing from the lite of glass?

The inkjet printing is printed at the very edge of the lite of glass and is small enough to be hidden by the rab
the frame. If you choose to remove the inkjet printing, apply a small amount of acetone (fingernail polish ren
cotton swap to wipe the lite clean.

CLEANING ACRYLIC

How do I clean Tru Vue acrylic products?
Cleaning techniques vary by acrylic product.

For OptiumAcrylic Glazipgoducts, use the following cleaning techniques. Place the acrylic on a clean,
non-abrasive surface for cleaning. Spray a small amount of ammonia-free glass cleaner onto a clean micro-
or a soft, lint-free cloth. To prevent overspray, do not spray cleaner dife i) orUBE AdMyACRYLIC

CLEANER (i.e. BRILLANIZE) ON THIS BR@@IWES coarse or abrasive cleaning agéms Dodirty clo

not buff scratch in this product as it mhg datiregféettive coating.

For Conservation Clesarylic, Conservation Reflection Céwrglic, Reflection Contéalrylic and

Premium Clear Acrylige the following cleaning techniques. Place the acrylic on a clean, non-abrasive surfac
cleaning. Use an acrylic cleaner and a clean damp cleaning cloth. Apply only light pressure, rinse with clear
a cleaner designed specifically for acrylic, and dry by blotting with a clean, damp cloth or chamois. Do not u
gritty cloths, as they may cause surface scratches and create a static electric charge on the surface. Do not
cleaning sprays, kitchen scouring compounds or solvents such as acetone, gasoline or lacquer to clean acr

CUTTING GLASS

What type of cutter is recommended for cutting Tru Vue Conservation Grade glass?
Any glass cutter that is used for cutting regular glass may be used.

How do | cut Tru Vue glass products?

Place a slip sheet or a non-slip matbodrd pktsgeand the back of the wall cuttae Eon$envdtion

Grade glass products, including Mus€longglassion Chkaad Conservation Reflectionplaosrible

lite of glass in the wall unit, with the UV coated side towards the wall, facing the slip sheet or matboard. Do |
the UV coated side. Premium Clear can be scored on either side, so placement in the cutter doesn't matter.
keep the glass cutter clean of glass chips by brushing away fragments frequently with a horse hair brush.

How can I tell which side of the Tru Vue Conservation Grade glass has the UV coating?

The inkjet printing or static cling sticker will indicate which side to score. The side to be scored is the non U\
side, so the UV coating is on the opposite side. For Museum Glass and Conservation Clear, the UV coated
always the side with the inkjet printing or static cling sticker. For Conservation Reflection Control, the UV co:
the opposite side of the inkjet printing.

The UV coated side will also bead water or glass cleaner more than the non UV side. Using a razor blade y:

apply a small light scratch on the edge of the glass which will be hidden by the rabbet of the frame. The UV
be scratched, the glass will not. Wear gloves while doing this to prevent cuts.
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FAQs - Glazing

CUTTING ACRYLIC

How do | cut Tru Vaerylic products?

For 2.3 mm, 3.0 mm and 4.5 mm acrylic prgdacésthe acrylic sheet on a clean, dust-free work area.

Cover the work table with a soft, clean, lint-free felt. Use a multi-material cutter 2scribe and break® method.
For 6.0 mm Optium Museum Acfglicicate using a power saw with a saw blade specifically designed to cut
acrylic. Contact Tru Vue directly for saw blade recomme/dayion&l@ptigrshould NOT be cut with a

laser. The extreme heat can cause crazing, which may lead to delamination of the coating.

UV PROTECTION

Is all UV filtering glazing the same?

No.There is a distinct difference betwegrgld¥ifijeamd glazing that provides U¥Aquotduoigpto

PPFA Guidelines for Framing Works of Art on Paper, for glazing to be labeled as providing UV protection, it
at least 97% of the UV light rays in the 300 to 380 nanometer range.

Tru VueConservation Grade glazing products are the only glazing products available in the industry that offe
of protection. In providing at least 97% UV protection, Tru Vue Conservation Grade glass products are con:
aphoto-safe® by meeting 1ISO 18902 and passing ISO 18916.

What percentage of UV rays does the coating block?

Tru Vue Conservation Grade glazing products, includinGdsseueatidbl&8anservation Reflection
ControlOptium Museum Aceffiestively block 99% of all harmful indoor and outdoor UV light rays Conservatic
ClearAcrylic and Conservation Reflectidxc@tintedlectively block 98%.

Is the UV coating permanent?

YesTru Vue manufactures its Conservation Grade glass products by applying an inorganic silica-based UV
coating to the surface. The UV coating is @baked? into the glass, producing a permanently bonded coating.
Conservation Grade glass products have been field tested for over 20 years and do not delaminate or degr
time. Tru Vue does not apply a UV coating to its Conservation Grade acrylic products. The UV protection is
within the acrylic substrate and is permanent.

When should UV protection glazing be used?

Since UV light rays come from indoor and outdoor light sources, all items on display are vulnerable to the d
effects of UV light exposure. That's why it is important to use glazing with at least 97% UV protection on all
custom framing jobs.

Conservation framing materials and techniques should always be used on sentimental, valuable, limited ed
and one-of-a-kind artwork. Also use UV protection glass on all works of art your customers want to protect,
especially posters and open edition prints. Posters or open edition prints are more susceptible to UV light d
since the inks, papers and other materials used to create them are more likely to deteriorate than those use
end reproductions.

Why is UV protection important?

Without at least 97% UV protection framed pieces will age and fade more rapidly. Indoor and outdoor UV li
contribute to severe color loss, paper embrittlement and deterioration of framed pieces. These effects are b
cumulative and irreversible. The materials that make up the piece, the paper or fabric on which the image is
may become brittle. Photos may appear yellow or stained with ghostly silver deposits rising to the surface.



damage from light has occurred, it can never be reversed. That's why it is important to understand what you
to minimize this type of damage before it happens.

Are there forces other than UV light that can contribute to damage to items on display?

YesWhile it is very important to reduce UV light exposure, this alone will not eliminate fading and other dete
All light, not just UV light can be damaging. Heat, pollution, moisture, the materials that make up the piece ¢
poor quality framing materials are all contributing factors. Using conservation framing techniques and mater
as educating your customer on how to properly display and care for their framed piece will help minimize the
damage caused by these factors.

Remind your customers that care should be given when displaying their framed piece to avoid unnecessary
exposure to light. Since some light is required for your customers to enjoy and see their framed pieces, it is
more important to reduce any damage from UV light, by using glazing with at least 97% UV protection.

How can | help my customers protect their framed pieces?

Help your customers select framing materials that will protect their framed pieces for years to come. Educat
customers on the damaging effects of all light, visible and invisible, and recommend that they select glazing
at least 97% UV protection to reduce the damaging effects of UV light. Give your customers simple instructi
displaying and caring for their framed piece. UV protection will not eliminate fading, so your customers shou
when displaying their framed pieces. Direct light exposure for any duration should be avoided. Hanging or d
the piece in a controlled lighting environment with low humidity is recommended.

For additional tips, Tru Vue recommeAdsaesdingr Guide to Materials for Preservation Framing and
the Display of Photographicdmaigpesby the Image Permanence Institosel thisdpyide go to
www.imagepermanenceinstitute.org.

Is fluorescent light harmful?

YesAll light can be harmful. While fluoregcant ligihtira higher output in the UV rantge compared

incandescent lighting, the more important factor is the overall brightness of the light source. To minimize ligh
avoid placing artwork near sunlit windows or bright sources of light.

The windows in my customer's home have UV coating. Should | still use UV filtering glass?
Yes Unfortunately, the sun is not the only sofwicg\bfigat rays. All light sources undiethartifiial,
have some of their components in the ultraviolet range.

REDUCING REFLECTIONS

How does anti-reflective glazing reduce reflection?

The thin film coatings on Tru Vue anti-reflective glazing disrupt the energy contained in light waves causing
flow out of sync. This disrupted wave pattern virtually eliminates all reflection from the glass surface. Diagra
this process works are included with the descriptions of all anti-reflective products.

What is non-glare glazing?

Non-glare glass and acrylic products finished to diffuse reflected light. This process also gives the glazing s
matte finish. Tru Vue Conservation Refle®iefteCiimtralontCalnservation Reflection Control Acrylic and
Reflection Control Acrylic are non-glare glazing options.

ANTI-STATIC

What type of glazing should | use for pastel or charcoal based art?

Pastel or charcoal based art can become damaged using most acrylic products due to the inherent static ch
substrate. All of Tru Vue anti-reflective glazing products, including OpbpiiuMuseiyfitdsaylic,

GlassAR Reflection:Faae UltraVyeovide long-lasting anti-static as well as anti-reflective properties to help
protect art from damage and to help showcase your art the way it was intended.

How can | control static on acrylic products?

All of Tru Vue anti-reflective glass and acrylic products are anti-static. For regular acrylic products, spray wit
de-ionizing air gun, then wipe with a clean, damp, high performance cleaning cloth. This will reduce static te
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ABOUT TRU VUE

With Over 40 years of dedication to the
custom picture framing industry, Tru Vue

remains unmatched.

Unmatched UV Performance

¥ Only Tru Vue offers Conservation Grade glazing products that meet ISO 18902 and passes ISO 18916, by
blocking at least 97% of UV energy.

¥ With 99% UV Protection, Tru Vue Conservation Grade glazing products surpass preservation standards.
According to thért, Wall DZcor, Picture Frame & Custom Framing Repaptji#igh@d by Unity
Marketing, preservation and protection are the primary reasons consumers make the decision to
custom frame.

Unmatched Quality Standards and More Product Choices
¥ Museums around the world depend on our products to perform to exacting standards.

¥ Tru Vue offers a full line of high quality glass and acrylic products available in a wide selection of sizes and
features to meet consumer needs.

Unmatched Service and Support
¥ Made in the USA, Tru Vue products are readily and widely available.

¥ Our national network of authorized Tru Vue distributors offers speed and flexibility to bring you products, as
you need them.

¥ Tru Vue continually invests in the industry by sponsoring educational seminars and workshops at trade events.
We also provide free marketing materials, sales promotion opportunities and dedicated call center support.



IMPORTANCE OF
CONSERVATION GRADE
UV PROTECTION

Only Tru Vue offers glazing products developed
specifically for preservation framing

Did you know?

Guidelines from the International Organization for Standardization, ISO 18902 recommends choosing glazing
products that block at least 97% of UV energy.*

What factors cause damage to art, photographs and other
personal keepsakes?

¥ All light sources emit harmful UV light rays. Sunlight and indoor lighting, such as fluorescent and tungsten,
contain different amounts of UV energy that can cause irreversible UV light damage. Colors may fade and shift
and the materials that make up the piece may become brittle or yellow.

¥ UV protection reduces fading and other damage caused by UV light over time.

¥ All light, not just UV light, can be damaging. Heat, pollution, moisture, the materials that make up the piece, as
well as poor quality framing materials, are all contributing factors.

How can you help you customers protect their framed piece?
¥ Help your customers preserve their framed piece by recommending materials that meet conservation
framing standards.

¥ Recommend glazing with at least 97% UV protection to reduce the damaging effects of UV light.*

¥ Educate your customers on the factors that cause damage.
Tru Vue offers a FREE consumer brochure that discusses the importance of UV protection. To
order a supply for your store, please call the FramerOs Helpline at 800-282-8788 or go online at
http://www.tru-vue.com/Framers/Tools/

¥ Recommend displaying their framed piece in a well controlled lighting environment, with low humidity

*According to th€onsumer Guide to Materials for Preservation FramdngeDisplay of Photographic Images ©2010 /iRegaanence Institute,
guidelines from the International Organization for Standardization, ISO 18902, recommend using glazing that blocks at least 97% of UV energy.
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GLASS DISPLAYS

Impactful in-store displays are the easiest way to help
customers make the right choice.

Consumers want to know their options and they look to you to present them. Your Tru Vue glass displays
show your customers the visual differences between Tru VueOs ConservaGam&ieation Refection
Control and Museum Glassptions and help them sell themselves on Museum Glass.

OPaint TrayO Wall Display OWater LilyO Counter Display

Research proves it...

¥ When customers see the comparison between regular glass and Museum Glass more than 50% will
choose Museum Glass.*

¥ 58% of consumers would pay an additional $75 to upgrade to Museum Glass for their posters, paintings,
prints and more.*

¥ 85% of consumers go with the advice of the framer.**

Call 1-800-282-8788 or visit www.tru-vue.com to
order your free display today.

*SynovateConsumer Segmentation Study 10/16/2006. **Invoke SolGomissimer Segmentation Study 6/7/2007



GLASS DISPLAYS

Every time a customer comes into your shidPs Show Time!
You show them the three important parts of a great design:

N\

ELEMENTS OF A GREAT DESIGN
MATTING ¢ MOULDING ¢ GLAZING

When you are ready to show your customer glazirugoes:

Show them
the Tru Vue glass
display, just like
showing matting and
moulding choices.

Tell them

about the featuresbthe
99% UV protection and
the amazing clarity.

3
Let them
choose the glass.

Once you show your customers Museum Glass, theyOre sure to love what they see. And by letting
them make the choice, you donOt risk losing the sale. So what are you waiting for?

Make it Show Time, Every Time, for a great design!

To learn more about using Show Time Every Timea fymeat design, watch our
online video at www.tru-vue.com/123/video

Then call 1-800-282-8788 or visit www.tru-vue.coonder your free display today.




Wiy TRU VUE

GLASS & ACRYLIC

GLAZING CATALOG

Contact Us;

US and CANADA
Distributors:contact your Tru Vue sales representative
Framersontact the Tru Vue Framer®Os Helpline 800-282-8788
or framers@tru-vue.com

INTERNATIONAL
Distributors:contact your Tru VVue representative
Framersontact your distributor

To find an authorized Tru VVue distributor in your area,
go towww.tru-vue.com/find-a-distributor

Tru Vue, the Tru Vue logo, Museum Glass, ConservRéflection Control, Reflection Control, Consetioa Clear, AR Reflection-Free, Optium Museum AcnltraVue and Optium

Acrylic are registered trademarks of Tru Vue, McCook, IL USA.
M99-01012



